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Holden has released three (3) new repair procedures that describe the Holden recommended 

method for sectional repair of the body-side outer panel rearward of the B-pillar. 

The sectional repair of the body-side outer panel provides an alternative to full body side 

assembly replacement for repairing outer panel damage on VE Ute between the B-Pillar and the 

rear wheel arch. 

 

New part kits have been released for use with these new procedures. The repair kits include a 

body-side outer panel supplied as a complete panel which must be cut at the sectioning points 

described in this procedure prior to installation.  The kit also includes a number of critical 

sealers and baffles that should be used according to the correct repair procedure in order to 

renew the vehicle cabin seal and prevent exhaust gas intrusion into the vehicle cabin.  These kits 

must be used in accordance with the Holden recommended procedure. 

 

Please be aware that for right hand side repairs, a fuel tank filling pipe may also be required in 

addition to the part kit. 

 

Please note that for damage to the outer rear quarter panel that is isolated to the area rearward 

of the rear wheel arch, the Holden recommended repair procedure 2355226 - Quarter Panel 

Replacement (Ute) still applies. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The procedures available for repairer rearward of the B-Pillar are summarized as follows: 



 

 

 

 

SummarySummarySummarySummary    

Damaged Area on VE Damaged Area on VE Damaged Area on VE Damaged Area on VE 

UteUteUteUte    

Model YearModel YearModel YearModel Year    Repair Method TitleRepair Method TitleRepair Method TitleRepair Method Title    Part Numbers Part Numbers Part Numbers Part Numbers 

RequiredRequiredRequiredRequired    

Suggested Suggested Suggested Suggested 

Additional Additional Additional Additional 

PartsPartsPartsParts    

Body side outer 

panel damage 

rearward of the B-

Pillar 

Up to MY08 - Up to 

BSI - VIN 324910 or 

earlier 

Body Side Outer 

Panel Sectioning (Up 

to BSI - VIN 324910 

or earlier - Ute)) 

92268353 (LHS) 

or  92268354 

(RHS) 

 92185262 

(Fuel tank 

filling pipe) - 

RHS only 

  MY09 - Up to BSI VE 

Ute VIN 324910 or 

earlier 

Body Side Outer 

Panel Sectioning (Up 

to BSI VE Ute VIN 

324910 or earlier 

MY09 & MY10 

onwards - for VIN 

324911 and later 

Body Side Outer 

Panel Sectioning 

(From BSI VE Ute VIN 

324911 and later) 

Body side outer 

panel damage only 

rearward of the rear 

wheel arch 

All Quarter Panel 

Replacement (Ute) 

92251932 (LHS) 

or 92251933 

(RHS) 

 

 

 

Access to these collision repair procedures is directly by subscription to the following site: 

 

https://www.acdelcotds.com/acdelco/action/subscribehomehttps://www.acdelcotds.com/acdelco/action/subscribehomehttps://www.acdelcotds.com/acdelco/action/subscribehomehttps://www.acdelcotds.com/acdelco/action/subscribehome    

 

If you have any queries regarding the above, please feel free to contact me directly. 

 

Paula HilditchPaula HilditchPaula HilditchPaula Hilditch    

Collision Business Manager 

T: +61 (0)3 964 77579 

E: paula.hilditch@gm.com 


